Do not use components shown.



## FROM THE TOOLBOX

Hex Key Sets
Socket Set
Thread Locker (Optional)
Variable Torque Impact

## NEED ADDITIONAL HELP?

Check out our YouTube channel
Call us: (714) 799-6711
Monday - Friday: 8am-5pm
Email: customer_service@assaultind.com

## LEAVE US FEEDBACK

Visit Assaultind.com and leave a review of your product purchase. We appreciate your opinion... even if you're wrong! :)

## INSTALLATION

1. Make sure your wheels are at zero (completely straight) before removing the OEM steering wheel.
2. Unbolt and remove the OEM steering wheel. If it is difficult to remove, a steering wheel removal tool may be required to slide the wheel off of the taper.
3. Inspect the splines and threads on the column, clean dirt debris and thread locker before proceeding to the next step.
4. Install the hub logo side up with mount hole on "center". The logo should appear slightly offset.
5. Do not install the nut yet - add the steering wheel with a couple of bolts, get in the vehicle and drive it forward about 10-15 feet or enough to see if the wheel is tracking straight. If it is not exactly straight - stop, remove the wheel with hub attached and rotate it to the left or right on the spline and repeat this step until the wheel tracks correctly going in a straight line.
6. Once installed and tracking is satisfactory, park the vehicle, thread the nut onto the column, holding the wheel you can use an impact on a low setting or tighten with a ratchet. The nut should have an integrated nylon lock. Torque the nut to $30-35 \mathrm{lbs}$. ft.
7. Remove the bolts holding the steering wheel in place and set it aside for optional accessories if applicable.

Quick Release: Holding the quick release mount with 2 hands, press the button and pull back the sleeve to release the male end from the main body. Using the supplied bolts install the male portion of the adapter to the hub. There is an indentation at the top of the base. That is the top. A dab of blue thread locker can be used to prevent bolts from loosening over time but it is not required. The main body will be installed directly to the back of the wheel.

Push To Talk Plate (PTT): The PTT plate installs between wheel and the quick release main body or if not using a quick release install between wheel and hub.
8. Place the optional accessories on a flat surface (if applicable) - first the main body of the quick release (The button should be at the top), then the PTT, aligning holes appropriately. Then place the wheel on top and orient the PTT where it will be most comfortable for your set up. Add the top plates for the wheel and then install the bolts to hold it all together. Thread locker can be used in this step but is not required.
9. Place the wheel on the male end of the quick release, if the wheel does not engage you can rotate until it catches. Once it locks in place, the install is complete.

ATEENTION: USE OF THESE PRODUCT IS AT YOUR OWN RISK. YOU ASSUME ALL LIABILITY.

 MOTORSPORTS ACTIVITY AND FURTHER USE OF ASSAULT INDUSTRIES PRODUCTS.


 REPAIR AS RESULT OF A PART(S) FALIING.
 to bodily or personal injury, which may arise or result from the sale, installation, or use of any of its products and parts.
 arior to any actual installation andfor use of said products and pants. AlL products and parts are to be inspected by the user before each use for evidence of damage, defect or wear. Any deviation by the user from the manufacturer's specifications concerning use, maintenance, repair, alterations and modfications constitutes willul negligence.


 failure of other goods, due to installation and/or use, either proper or improper, of its products or parts.
 user from injury or death
 armprised a part hereof, and the remaining provisions hereof shal remain in fulf force and effect and shail not be affected by the

## TERMS AND CONDITIONS


 services supplied by Assault to Buyer.


 from Buyer.

 Assault receives a valid exemption cerificate. Payment in full is due at time of order: All sales are final.
 upon Assault delivery of the Goods to a common carrier for shipment. Shipping dates are not guaranteed. Assault disclaims any direct or indirect liabiity for any damages suffered by Buyer which result from delays in delivery



 Claims for Goods delivered short, errant, damaged or defective as a result of the fault of the carrier will be handled by Buyer directly with the carrier.

 shall remain otherwise unaffected.




 ASSAULT ARE NOT AUTHORIZED TO MAKE MODIFICATIONS EITHER WRITTEN OR ORAL TO THIS WARRANTY OR AGREEMENT, OR ANY ADDITIONAL WARRANTIES WHICH MAY BE BINDING UPON ASSAULT. ACCORDINGLY ADDITIONAL STATEMENTS BY ANY EMPLOYEE OR AGENT OF ASSAULT, WHETHER ORAL OR WAITTEN, DO NOT CONSTITUTE WARRANTIES AND SHOULD NOT BE RELIED UPON BY BUYER, ITS EMPLOYEES, AGENTS,
 MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.



 Goods, facilities or service: downtime: or claims from Buyer's customers or other parties to Buyer or directly to Assault for such damages.



 Goods by Buyer; (e) Buyer's negligent, unlawful, or improper use of the Goods and (f) any liens, liabilities, damages, costs, expenses and the like arising out of or related to any form of claim covered under this Paragraph.
10. CLERICAL ERRORS: Stenographical and clerical errors are subject to correction.
 shall binding upon the successors, assigns, affiliates and any other related third parties of Buyer.
12. SEVERABILITY: Invalidity of any of the terms provided herein shall not affect the validity of any other term.
13. WAIvER: Waiver by Assault of Buyer's performance, or inaction with respect to Buyer's breach of any provision of this Agreement, or failure of Assault to enforce any provision of this Agreement, will not be deemed a waiver of future隹



 implied by Assault in making any representation or warranty in this Paragraph.

