
 
 

 

Instruction Disclaimer 
 

 
Dennis Kirk provides instructions to help our customers better understand how to install the 
products we sell. The instructions are exact copies of what the manufacturer includes with the 
product being sold. 
 
That means the quality and accuracy of the instructions is solely dependent on what the 
manufacturer produces. We do our best to make the text legible and the pictures viewable. 
However, the end result depends largely on the quality of instructions the manufacturer 
provides. 
 
Therefore, you will find that some instructions are not of the highest quality. Sometimes text is 
hard to read and pictures are not easy to see. At times you will find the overall look of the 
instructions to be less than professional. However, we feel it is better to provide what we have 
rather than provide nothing at all. 
 
To the best of our knowledge the instructions and application information contained in the 
instructions is accurate. However, Dennis Kirk assumes no liability related to any errors that 
may be contained in the copy of the manufacturer’s instructions we provide. Buyers are solely 
responsible to insure that product use is consistent with their application. 
 
If you have any questions please contact us at customerservice@denniskirk.com or  
800-969-7501 so we can further assist you regarding additional product information or any other 
business related questions. 
 
Thank you for doing business with Dennis Kirk. 



Banding Tool Instructions 


Banding Tool 

1. 	 Wrap the clamp around the CV boot and thread the tail through the buckle. Draw it 
tight. 

2. 	 Insert the tail of the clamp into the head of the banding tool and slide it through the 
slot of the winding mandrel. 

3. 	 Depress the locking pawl and tension the clamp with a clockwise motion of the 
ratchet. 

4. 	 After sufficient tension has been applied, lever the tool back over the buckle to put a 
bend in the clamp to hold the tension. 

5. 	 Cut off excess band with the cutter and remove the tool. 
6. 	 Complete clamp installation by tapping down the tail of the clamp against the buckle 

and then tap down the ears of the buckle to hold the clamp tail. Remove excess band 
from the tool by lifting up the locking pawl and removing the ratchet. 

These instructions feature the Premium Banding Tool. The Standard Banding Tool 
works in a similar manner. Substitute your ratchet and W' socket for the described 

ratchet or use the attached lever to tension the clamp. 
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