
 
 

 

Instruction Disclaimer 
 

 
Dennis Kirk provides instructions to help our customers better understand how to install the 
products we sell. The instructions are exact copies of what the manufacturer includes with the 
product being sold. 
 
That means the quality and accuracy of the instructions is solely dependent on what the 
manufacturer produces. We do our best to make the text legible and the pictures viewable. 
However, the end result depends largely on the quality of instructions the manufacturer 
provides. 
 
Therefore, you will find that some instructions are not of the highest quality. Sometimes text is 
hard to read and pictures are not easy to see. At times you will find the overall look of the 
instructions to be less than professional. However, we feel it is better to provide what we have 
rather than provide nothing at all. 
 
To the best of our knowledge the instructions and application information contained in the 
instructions is accurate. However, Dennis Kirk assumes no liability related to any errors that 
may be contained in the copy of the manufacturer’s instructions we provide. Buyers are solely 
responsible to insure that product use is consistent with their application. 
 
If you have any questions please contact us at customerservice@denniskirk.com or  
800-969-7501 so we can further assist you regarding additional product information or any other 
business related questions. 
 
Thank you for doing business with Dennis Kirk. 



 
 
 
 
 
DIRECTIONS: 
 
WARNING: Wear rubber gloves and eye protection when  
                    using this product. 
 
1.  For best results, wash off excess dirt and debris from filter  
     element.         
 
2.  Submerge entire filter element in cleaner. 
 
3.  Work cleaner into filter element (do not twist or ring filter.) 
 
4.  Leave filter in cleaner for 1 to 2 minutes to allow filter oil and   
     debris to break up and dislodge. 
 
5.  Thoroughly rinse filter with clean, warm water from inside  
     out. 
 
6.  Inspect filter thoroughly.  If necessary, repeat steps 2  
     through 5.  Replace filter if it shows any signs of damage. 
 
7.  VERY IMPORTANT! After using cleaner, submerge and  
     agitate filter in warm, soapy water. 
 
8.  Thoroughly rinse filter again with clean, warm water. 
 
9.  Let filter element air dry completely, then re-oil with Maxima  
     Fab1, FFT air filter oils or an equivalent.  


