
 
 

 

Instruction Disclaimer 
 

 
Dennis Kirk provides instructions to help our customers better understand how to install the 
products we sell. The instructions are exact copies of what the manufacturer includes with the 
product being sold. 
 
That means the quality and accuracy of the instructions is solely dependent on what the 
manufacturer produces. We do our best to make the text legible and the pictures viewable. 
However, the end result depends largely on the quality of instructions the manufacturer 
provides. 
 
Therefore, you will find that some instructions are not of the highest quality. Sometimes text is 
hard to read and pictures are not easy to see. At times you will find the overall look of the 
instructions to be less than professional. However, we feel it is better to provide what we have 
rather than provide nothing at all. 
 
To the best of our knowledge the instructions and application information contained in the 
instructions is accurate. However, Dennis Kirk assumes no liability related to any errors that 
may be contained in the copy of the manufacturer’s instructions we provide. Buyers are solely 
responsible to insure that product use is consistent with their application. 
 
If you have any questions please contact us at customerservice@denniskirk.com or  
800-969-7501 so we can further assist you regarding additional product information or any other 
business related questions. 
 
Thank you for doing business with Dennis Kirk. 
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Moose'" offers these other mounting 
see your local dealer. 

MOUNTING BRACKETS fOR MOTORCYCLES 
STEERING STEM BRACKET 

Mounts using Steering'Stem Post &Nut 
Fits most 125, 250, 450 & larger dirt bikes 
Corrosion resistant 

PART NO.2212-0372 

INSTRUMENT STYLE BRACKET 
tank or frame bolt 

Universal, fits any Products meter 
Aluminum will not corrode 

PART NO.2212-0373 

'Instrument bracket'Steering stem bracket 

Operation Instructions: 

Press and release button to loggle between Hours, Tach and Service 

modes. 


To View Number of Engine Starts: In hour meter mode (hour glass icon 

on left side of screen) hold button down. Screen will display the number of 

Engine Starts. 


To View Max RPM Scroll through until RPM Screen, press and 

hold button until Max is displayed. This is your Max RPM. To clear 

max RPM, ccntinue to hold the button until "00000" appears. 


Adjusting Spark/Pulse Input. Electrical systems vary from Motorcycle to 

Motorcycle. Your meter allows you to adjust the input from your electrical 

system to get an acurate RPM Reading. 


For example: Mosl offroad motorcycles use the default (1P:1r) setting that 
your meier comes with. with a Bal/ery or lighting typically have 
ignitions thai send two pulses every RPM (2P:1r). 

To achieve an acurate reading you must select the appropriate input on 
your meter. See Instructions Below. 

Changing Spark/Pulse Input: While in Tach mode, press and hold button 
until until "1P:1r" on the display. Release button if this is the 

to view more selections. 

"1P:1r" indicates that the meter is set for 1 Pulse per 1 revolution. 

"1 P:2r" indicates that the 1 Pulse per 2 revolution. 

2 Pulse per 1 revolution."2P:1 r" indicates that the 

If your RPM reading is double what it should be at idle you need to 
select "2P:1 r" 
Refer to your owners manual for correct idle RPM. 

No matter what Spark/Pulse input you choose this will not affect the 
hour meter time keeping function of your meter. 

For Troubleshooting goto hardlineproducts.com and click on Motorcycle, 
then click on hour meter. Moose® Hour Meters are manufactured by 
Hardline Products® 

http:hardlineproducts.com



